




BAR FEEDERS

Continuously Raising The Bar

ELITE 112
MAGAZINE BAR FEEDER

ELITE 112
MODEL SPECIFICATIONS

Maximum bar diameters are for front ejection of the remnant. For remnant extraction required for Swiss applications, maximum diameters are slightly less.
Bar straightness, proper guide channel selection, proper alignment and anchoring of bar feeder will ensure optimum performance at maximum rpm.

For over 45 years IEMCA bar feeders have become known for reliable, quiet, vibration-free, high speed performance and dependable operation.
Let us put our technology to work for you.

Sales and Service personnel located from coast to coast, combined with our telephone support technicians and large inventory of spare-parts ensures
prompt service and technical support for all IEMCA bar feeders.

© Copyright 2007, Bucci Industries USA, Inc.

High performance, flexible bar feeder – ideal for small, precision parts manufacturing

Highlights
� To respond to the growing needs of the

medical and other small precision parts
manufacturing industries, the Elite 112 is totally
innovative in terms of performance, flexibility
and simplicity.

� The Elite 112 feeds bars for Swiss applications
from .028” to .590” (0.7mm – 15mm), even on
lathes with very high spindle RPMs and headstock
acceleration speeds without any limitations to
lathe performance.

Closed, precision, round section guide
channels and high performance rotat-
ing tips enables the Elite 112 to
function easily with even the fastest
spindles. Compare this to guides that
must remain partially open along their
entire length to allow for bar pusher
movement or rotating tips with stan-
dard RPM bearings and tolerances.

The Elite 112 boasts and ultra low me-
chanical synchronization inertia (40%
less than other common designs) to
allow for precision following of high
acceleration lathe headstocks, even
those actuated by linear motors. This
allows for feeding bar diameters down
to .031” even with lathe accelerations
twice as high as those handled by other
designs.

Retooling time for the Elite 112 is only
4 minutes thanks to the use of quick
change guide channels and the elimi-
nation of the multiple adjustments
required by other magazine designs.

Use of a lift and transfer magazine
ensures reliability of bar selection and
loading.

Features
� High rotation speeds

� High acceleration headstock synchronization

� Excellent small diameter bar handling

� Job setup values can be stored in a library in the controls to be re-used for quick setup on future jobs for
the same part number. No special adjustments are needed to work with small diameter stock.

900mm -1200mm
(35.5” - 47.3”)

4332 mm (170.6”)
432 mm (17”)

Ø 6 5.5 0.7mm (.028”) 4.7mm (.185”) N/A

Ø 8 7.5 2.0mm (.079”) 6.7mm (.264”) N/A

Ø 11 10.5 4.0mm (.157”) 8.0mm (.315”) N/A

Ø 14 13.5 5.0mm (.197”) 10.2mm (.402”) 13.0mm (.512”)

Ø 16 15.5 6.0mm (.236”) 12.7mm (.5”) 15.0mm (.591”)

GUIDE
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Elite 112 Guide Channel Sizes

Bar Feeder Model
Guide Channel Size

Bar Stock Size
Lathe Model

Lathe Draw Tube Inside Diameter

ORDERING SPECIFICATIONS
Please Specify The Following To Expedite Your Order

Specifications

Bar Size Capacity 0.7mm (.028") – 15mm (.590")

Bar Length Capacity 12' is standard, 6' and 10' available

Maximum Bar Length 12' 2"

Minimum Bar Length 63” (15.75” available option)

Magazine Capacity 16 bars up to .5" dia., 20 bars up to .394" dia., 28 bars up to .295" dia.

Maximum Remnant Length 15.75"

Operating Voltage 230 Volts AC 3 Phase (400 Volts available)

Control Voltage 24 Volts DC

Total Power Required 1.8 kW

Compressed Air Required 90 psi, 10 cfm

Guide Channel Oil ISO FD10, Quantity 15 gal. (Not included)

Feeding Speed 39"/sec (Adjustable)

Facing Accuracy +/- .008”

Bar Change Time 19 seconds for 12' bar

Bar Straightness Required .007"/foot

Bar Feeder Weight 1500 lbs.

Color RAL 5002 Blue, RAL 7035 Light Gray

HIGH ROTATION SPEEDS HEADSTOCK SYNCHRONIZATION FLEXIBILITY SMALL BAR HANDLING
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IEMCA World Class Service Network
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IEMCA, a trusted name in bar feeding / loader technology, built its reputation on a track record of
renowned quality, with exceptional sales and service worldwide since 1961. Our bar feeders are
supported by factory trained service-engineers strategically located throughout North America. Every
IEMCA bar feeder is backed by a one year warranty with installations guaranteed to you to be defect
free (see your IEMCA sales rep for details). We
pledge to respond to your service requests
within 24 hours of your call, or your service is
free. Regardless of where your plant is located,
our worldwide network of sales and service
support ensures that IEMCA will be ready to
serve you.

IEMCA division of BUCCI INDUSTRIES USA, Inc. 9332 Forsyth Park Drive Charlotte, NC 28273-9332
888-55-IEMCA INFO@BUCCI-INDUSTRIES.US Tel (704)583-8341 Fax (704)583-8486 www.iemca.us
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